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DECOTILE ECONO (Ce®

DECOTILE ECONO is Style Expansion. It begins with the basics. Its essence unchanged.

Suitable for both residential and light commercial use. Free of 6 types of harmful phthalate plasticizers: DOP, BBP, DBP, DIDP, DNOP, DINP.
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Features

Basic Construction

Eco & Human-friendly Product Q‘“‘@‘; Excellence in Design
PUR Surface Treatment + Floor Score® and DIBt certified for low vocs. H » Natural and modern color palette,
« Phthalate Free (DEHP-DBP-BBP-DIDP-DINP-DNCP). "‘ l“ « High-resolution imaging and pattemns for realistic wood visuals.
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& Heavy Metal Free (CdPbHgCr6+).
+ Made from safer, stronger raw materials.

Durable Technology
« PUR double coating improves resistance to
C—

scratches and stains.
» Quality assured by warranties.

+ New tile visuals that mirror woven patterns.

Excellent resistance to water
Decotile has a strong resistance against water.

G (Mo swelling, no distortion)

Technical Data

Characteristic Standard Unit Decgtr:,lgai?no
Type of Flooring EN ISO 10582 - PVC Heterogeneous Tile
Surface Treatment - - High Density PUR
Qverall Thickness % ENISO 24346 mm 30
Wear Layer Thickness % EN ISO 24340 mm 0.15]0.30
Weight @ 1SO 23997 g/m? 6.100|5.900
Classification w EN IS0 10874 Class 21]23/31
Wear Resistance l‘-““ EN 660-2 - Group T
Straightness & Squareness EN ISO 24342 % £0.25
Residual Indentation @ EN IS0 24343-1 mm <01
Dimensional Stability % <0.25

EN IS0 23999
Curling After Exposure to Heat mm <1
Light Fastness @ EN ISO 105-B02 “ 26
Flexibility @ EN SO 24344 - No Crack
Furniture Leg Resistance EN 424 - No Crack, No Damage
Castor Chair Resistance ENISO 4918 = No Change
Reaction to Fire ¥ EN 13501-1 - Bfl - s1
Stain Resistance = EN ISO 26987 = No Change
Slip Resistance DIN 51130 - R9/R10
Dynamic Coefficient of Friction EN 13893 - Class DS
Friction (Pendulum Test) EN IS0 13036-4 2 30/36 1
Acoustic Insulation @ ENISO 10140 dB 5
Electiracal Resistance "f" EN 1081 ohm £50x 10"
Electrostatic Performance rf“ EN 1815 kv <2
Thermal Resistance EN 12667 m2ZK/W 0.01
Underfloor Heating - - Suitable, Max. 27 °C | 80.6 °F
Formaldehyde Group EN717-1 - Efl
Phthalate Free - - N.D
Heavy Metal Free - - N.D
CE Marking EN 14041:2004/AC:2006 - DOP N° 20EDB-DOP-46 | DOP N° 20EDB-DOP-35
TVOC After 28 Days IS0 16000-06 2 A+(Eurofins 392-201800200803)
REACH N° SVHC SGS AYAA 18-62889
Plank Size @ IS0 24342 mm 180 x 1200 (15 pcs/box= 3.24 m?)
Tile Size @ IS0 24342 mm 600 x 600 (14 pcs/box= 5.04 m2)
Bevelled Edge - - No
Warranty (Guarantee for manufacturing defects and wear-out*) EN 12524 Ug}:‘tegar:::;rlcial 1? :((l::rrss I zsv i\?;:;Srs

* Warranty is valid only when installed in accordance with LG Hausys's Installation & Maintenance guide.
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