
Technical Data 

RESULT 

Test Rexcourt 
Rexcourt Characteristics 

Standard 
Unit Requirement Compact 

3 .9 
2.0 Badminton 4.5 6.5 8.0 

Table Tennis 

Roll Width M 1.8 18 18 18 18 

Roll Length M 20 
1 6(Badminton) 

20 1S 11 
14(Table Tennis) 

Description 

Total Thickness mm 2.0 3.9 4.5 6.5 8.0 

Weight kg/m 2 2.94 2.7 3.1 4.3 4.8 

Friction EN 13036-4 80-110 Average 87 Average 84 Average 93 Average 87 Average 87 

Player /Surface 
Shock absorption EN 14808 % Min.2S 2 25 2 25 

Interaction 

Vertical deformation EN 14809 mm , S.O O.S 0.5 10 10 1.0 

Vertical ball rebound EN 1 223S % ;, 90 Average 99 Average 100 Average 99 Average 96 Average 99 

Behaviour under 
EN 1S69 No damage No damage No damage No damage No damage No damage 

a rolling load 

Resistance to wear 
EN ISO synthetic 

0.21 0.23 0.19 0.21 0.21 
S470-1 

g 
surface: o>1.00 

Technical 

Aspects 

Resistance to static load EN 1S16 mm , 0.5 Average 0.1 3 Average 0.13 Average 0.23 Average 0.33 Average 0.31 

Resistance to impact EN 1S17 No damage No damage No damage No damage No damage No damage 

Impact Sound lnsuation 
EN ISO 

i:;SdB 
10140 

Fire 
Resistance to Fire EN13S01-1 Bfl-s1 Cfl-s1 Cfl-s1 Cfl-s1 Cfl-s1 

Classification 

1,<i The above value may change for quality improvement without notice. 


