Technical Data

ITEM

Standard test
Method

Specification

Conductive Tile Static Dissipative Tile

Electrical Resistance

Electrical/Electrostatic Properties

ASTM F 150, ESD S 7-1

Conductive:2.5x1041.0x10° O
Static Dissipative: 1.0x108~1.0x10° Q

2.5x10%~ 1.0x108 O 1.0x108~ 1.0x10° O

Static Generation

AATCC-134

0.1kV 0.2kV

Static Decay Time

Federal Test Method
101B Method 4046

< 0.5 sec

0.01 sec 0.01 sec

Other Properties

Classification ISO 10874 Class 34/ 43
Composition of Material éi:?\ficgt; Z)(f)%ompliance Homogeneous
Thickness ASTM F 386, EN 428 as specified £ 0.13mm Meet Standard
Nominal Sizes ASTM F 2055, EN 427 <+ 0.4 mm/305 mm Meet Standard
Squareness ASTM F 2055 maximum 0.25 mm Meet Standard
Residual Indentation ASTM F 1914, EN 433 Average Less than 8% <8%

max single reading 10%

Flexibility

ASTM F 137,
ISO 24344

25.4mm mandrel, no crack or break

25.4mm mandrel, no crack or break

Dimensional Stability

ASTM F 2199, EN 434

< 0.517 mm/305 mm

Meet Standard

No more than a slight change

No more than a slight change
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Resistance to Chemicals ASTM F 925 in surface dullingj syrface attack or et e i
staining
Reaction to Fire EN13501-1 Bfl-s1
Static Electrical Propensity EN 1815 < 2kV
Critical Radiant Flux ASTM E 648, NFPA 253 Class 1(> 0.45 W/cm?2)
Smoke Density ASTM E 662 <450 <450
Resistance to Heat ASTM F 1514 AE < 8 ave, max Meet Standard
“¥— | Resistnace to Light ASTM F 1515 AE < 8 ave, max Meet Standard
[ 2] Color Fastness ENISO 105 B0O2 6 minimum At least 6
1 Thermal Conductivity DIN 52612,1S0 12677 0.309 W/(mk)
[.] Slip Resistance DIN 51130 RS
"] Wear Resistance EN 660-2 Group T
[.=L.] Castor Chair Test ISO 4918 No Change
[N | Fulfils product requirements  EN 649 Yes
[ @ | Underwriters Laboratories UL 779 Meet UL Standard
Warranty
[ 4 | Free from defects in Workmanship and materials* Five years
] Conductivity* Lifetime

* The above technical data is subject to modification for the benefit of further improvements.
* LG Hausys EDS Control Tile is executive warranty is valid only when tile is installed with LG Hausys ESD Control Tile adhesive.



